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Pipe Specifications

Welded and seamless pipe material conforms to ASTM A312, ASTM A999;
(ASTM A778 available on request)

Stainless pipe dimensions conform to ASTM A999, ASME B36.19, ASME B36.10
Manufacturing facility is ISO 9001:2000

Pipe sold as single random lengths

Cut-to-length, threading and grooving available

Instrumentation Tubing Specifications

Instrumentation tubing dimensions and materials conform to ASTM A269 and ASTM A249

Sanitary Tubing Specifications

Sanitary tubing dimensions and materials conform to ASTM A269 and ASTM A270 and 3-A Approved



> Stainless Pipe - Welded Sch 10 & Sch 40

Fig. S6014WP & S6016WP - Sch 10 Welded Pipe

Diameter Part Number 0D Wall Thickness Weight
IN 304/L 316/L IN IN LB/FT
1/2 S6014WP004 S6016WP004 0.84 0.083 0.6
3/4 S6014WP006 S6016WP006 1.05 0.083 0.8
1 S6014WP010 S6016WP010 1.32 0.109 1.4
1-1/4 S6014WP012 S6016WP012 1.66 0.109 18
1-1/2 S6014WP014 S6016WP014 1.90 0.109 2.0
2 S6014WP020 S6016WP020 237 0.109 2.6
2-1/2 S6014WP024 S6016WP024 2.87 0.120 35
3 S6014WP030 S6016WP030 3.50 0.120 43
3-1/2 S6014WP034 S6016WP034 4.00 0.120 4.9
4 S6014WP040 S6016WP040 450 0.120 5.6
5 S6014WP050 S6016WP050 5.563 0.134 7.7
6 S6014WP060 S6016WP060 6.625 0.134 9.2
8 S6014WP080 S6016WP080 8.625 0.148 13.4
10 S6014WP100 S6016WP100 10.75 0.165 18.7
12 S6014WP120 S6016WP120 12.75 0.180 24.2
Fig. S6044WP & S6046WP - Sch 40 Welded Pipe
Diameter Part Number 0D Wall Thickness Weight
IN 304/L 316/L IN IN LB/FT
1/8 S6044WP001 S6046WP001 0.41 0.068 0.2
1/4 S6044WP002 S6046WP002 0.54 0.088 0.4
3/8 S6044WP003 S6046WP003 0.67 0.091 0.5
1/2 S6044WP004 S6046WP004 0.84 0.109 0.8
p 3/4 S6044WP006 S6046WP006 1.05 0.113 1.1
1 S6044WP010 S6046WP010 1.32 0.133 16
' 1-1/4 S6044WP012 S6046WP012 1.66 0.140 2.2
P 1-1/2 S6044WP014 S6046WP014 1.90 0.145 2.7
E 2 S6044WP020 S6046WP020 2.37 0.154 3.6
& 2-1/2 S6044WP024 S6046WP024 2.87 0.203 5.7
T 3 S6044WP030 S6046WP030 3.50 0.216 75
] 3-1/2 S6044WP034 S6046WP034 4.00 0.226 9.1
B 4 S6044WP040 S6046WP040 4.50 0.237 10.7
E 5 S6044WP050 S6046WP050 5.563 0.258 146
6 S6044WP060 S6046WP060 6.625 0.280 18.9
8 S6044WP080 S6046WP080 8.625 0.322 285
10 S6044WP100 S6046WP100 10.75 0.365 40.4
12 S6044WP120 S6046WP120 12.75 0.375 49.5
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QUALITY PLUS

Fig. $6144SP & S6146SP - Sch 40 Seamless Pipe

Stainless Pipe - Seamless Sch 40 & Sch 80

Diameter Part Number 0D Wall Thickness Weight
IN 304/L 316/L IN IN LB/FT
1/4 S6144SP002 S6146SP002 0.54 0.088 0.4
3/8 S6144SP003 S6146SP003 0.67 0.091 0.5
1/2 S6144SP004 S6146SP004 0.84 0.109 0.8
3/4 S6144SP006 S6146SP006 1.05 0.113 1.1
1 S6144SP010 S6146SP010 1.32 0.133 16

1-1/4 S6144SP012 S6146SP012 1.66 0.140 2.2
1-1/2 S6144SP014 S6146SP014 1.90 0.145 2.7
2 S6144SP020 S6146SP020 2.37 0.154 3.6
2-1/2 S6144SP024 S6146SP024 2.87 0.203 5.7
3 S6144SP030 S6146SP030 3.50 0.216 75
3-1/2 S6144SP034 S6146SP034 4.00 0.226 9.1
4 S6144SP040 S6146SP040 4.50 0.237 10.7
5 S6144SP050 S6146SP050 5.563 0.258 14.6
6 S6144SP060 S6146SP060 6.625 0.280 18.9
Fig. S6184SP & S6186SP - Sch 80 Seamless Pipe

Diameter Part Number 0D Wall Thickness Weight
IN 304/L 316/L IN IN LB/FT
1/4 S6184SP002 S6186SP002 0.54 0.119 05
3/8 S6184SP003 S6186SP003 0.67 0.126 0.7
1/2 S61845P004 S61865P004 0.84 0.147 1.0
3/4 S6184SP006 S6186SP006 1.05 0.154 1.4

1 S6184SP010 S61865P010 1.32 0.179 2.1
1-1/4 S6184SP012 S61865P012 1.66 0.191 29
1-1/2 S61845P014 S61865P014 1.90 0.200 36

2 S6184SP020 S61865P020 237 0.218 5.0
2-1/2 S61845P024 S61865P024 2.87 0.276 7.6

3 S6184SP030 S6186SP030 3.50 0.300 10.2
3-1/2 S61845P034 S61865P034 4.00 0.318 125

4 S6184SP040 S61865P040 450 0.337 14.9

5 $6184SP050 $6186SP050 5.563 0.375 20.7

6 $6184SP060 S6186SP060 6.625 0.432 285
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Fig. S63WT4 & S63WT6 — Welded Instrumentation Tubing

Tube 0D Wall Thickness Part Number ID Tube Length Weight
IN IN 304/L 316/L IN FT LB/FT
3/16 0.35 S63WT4035316 S63WT6035316 0.118 20 0.05
1/4 0.028 S63WT4028002 S63WT6028002 0.194 20 0.06
1/4 0.035 S63WT4035002 S63WT6035002 0.180 20 0.08
1/4 0.049 S63WT4049002 S63WT6049002 0.152 20 0.1
5/16 0.035 S63WT4035516 S63WT6035516 0.243 20 0.1
3/8 0.035 S63WT4035003 S63WT6035003 0.305 20 0.1
3/8 0.049 S63WT4049003 S63WT6049003 0.277 20 0.1
3/8 0.065 S63WT4065003 S63WT6065003 0.245 20 0.2
1/2 0.035 S63WT4035004 S63WT6035004 0.430 20 0.1
1/2 0.049 S63WT4049004 S63WT6049004 0.402 20 0.2
1/2 0.065 S63WT4065004 S63WT6065004 0.370 20 0.3
5/8 0.035 S63WT4035005 S63WT6035005 0.555 20 0.2
5/8 0.049 S63WT4049005 S63WT6049005 0.527 20 0.3
5/8 0.065 S63WT4065005 S63WT6065005 0.495 20 0.3
3/4 0.035 S63WT4035006 S63WT6035006 0.680 20 0.2
3/4 0.049 S63WT4049006 S63WT6049006 0.652 20 0.3
3/4 0.065 S63WT4065006 S63WT6065006 0.620 20 0.4
1 0.035 S63WT4035010 S63WT6035010 0.930 20 0.3
1 0.049 S63WT4049010 S63WT6049010 0.902 20 0.4
1 0.065 S63WT4065010 S63WT6065010 0.870 20 0.6
1-1/4 0.065 S63WT4065012 S63WT6065012 1.120 20 0.8
1-1/2 0.065 S63WT4065014 S63WT6065014 1.370 20 0.9
2 0.065 S63WT4065020 S63WT6065020 1.870 20 1.3
2 0.083 S63WT4083020 S63WT6083020 1.834 20 1.6
Fig. $645T4 & S64ST6 — Seamless Instrumentation Tubing
Tube 0D Wall Thickness Part Number ID Tube Length Weight
IN IN 304/L 316/L IN [FIT LB/FT
1/4 0.035 S645T4035002 | S64ST6035002 0.180 20 0.08
1/4 0.049 S64ST4049002 | S64ST6049002 0.152 20 0.1
1/4 0.065 S64ST4065002 | S64ST6065002 0.120 20 0.1
5/16 0.035 S645T4035516 | S64ST6035516 0.243 20 0.1
3/8 0.035 S64S5T4035003 | S64ST6035003 0.305 20 0.1
3/8 0.049 S64ST4049003 | S64ST6049003 0.277 20 0.1
3/8 0.065 S64ST4065003 | S64ST6065003 0.245 20 0.2
1/2 0.035 S64ST4035004 | S64ST6035004 0.430 20 0.1
1/2 0.049 S64ST4049004 | S64ST6049004 0.402 20 0.2
1/2 0.650 S64ST4065004 | S64ST6065004 0.370 20 03
5/8 0.035 S64ST4035005 | S64ST6035005 0.555 20 0.2
5/8 0.049 S64ST4049005 | S64ST6049005 0.527 20 0.3
5/8 0.065 S64ST4065005 | S64ST6065005 0.495 20 0.3
3/4 0.035 S64ST4035006 | S64ST6035006 0.680 20 0.2
3/4 0.049 S64ST4049006 | S64ST6049006 0.652 20 0.3
3/4 0.065 S64ST4065006 | S64ST6065006 0.620 20 0.4
3/4 0.083 S64ST4083006 | S64ST6083006 0.584 20 0.5
1 0.035 S64ST4035010 | S64ST6035010 0.930 20 0.3
1 0.049 S64ST4049010 | S64ST6049010 0.902 20 0.4
1 0.065 S64ST4065010 | S64ST6065010 0.870 20 0.6
1 0.083 S64ST4083010 | S64ST6083010 0.834 20 0.8
1 0.095 S64ST4095010 | S64ST6095010 0.810 20 0.9
1 0.120 S64ST4120010 | S64ST6120010 0.760 20 1.1
Fig. $62TP4 & S62TP6 — Sanitary Tubing
Tube 0D Part Number Wall Thickness 1.D. Tube Length Weight
IN 304 316 IN IN FT LB/FT
1/2 S62TP46004 S62TP66004 0.065 0.370 20 0.3
3/4 S62TP46006 S62TP66006 0.065 0.620 20 05
1 S62TP46010 S62TP66010 0.065 0.870 20 0.6
1-1/2 S62TP46014 S62TP66014 0.065 1.370 20 0.9
2 S62TP46020 S62TP66020 0.065 1.870 20 1.3
2-1/2 S62TP46024 S62TP66024 0.065 2.370 20 16
3 S62TP46030 S62TP66030 0.065 2.870 20 2.0
4 S62TP48040 S62TP68040 0.083 3.834 20 34
6 S62TP49060 S62TP69060 0.109 5.782 20 5.3
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WARRANTY AND LLIMITATIONS OF LLIABILITY

SMITH-COOPER INTERNATIONAL (SCI) warrants to its initial purchaser only,that its products which are delivered to this
initial purchaser will be of the kind described in the order or price list and will be free of defects in workmanship or
material for a period of five years from the date of delivery to our initial purchaser.

Should any failure to conform to this warranty appear within five years after the date of the initial delivery to our initial
purchaser, SCI will,upon written notification thereof and substantiation that the goods have been stored, installed,
maintained and operated in accordance with recognized engineering and piping practices and industry standards, correct
such defects by suitable repair or replacement (which alternative shall be at the discretion of SCI) of product at SCI's own
expense upon return of the defective part to SCIL.

In the event that SCI elects to replace the defective product,SCI shall pay up to $50 per defective product for total cost of
replacement. In the event of multiple claims,such payment shall be no greater than $1,000 for each installation project.

This warranty applies only during normal use that meets the above referenced conditions of installation and operation and
is absolutely void if the product has been damaged after purchase or if it has been misused, repaired, altered or modified
in any manner whatsoever. SCI shall not warranty any of its products if any portion of the product including without
limitation, any component, gasket, housing or bolt has been modified, altered, remanufactured or replaced in any manner
by any customer, user of the product or third party.

Correction of non-conformities,in the manner and for the period of time provided above,shall constitute fulfillment of

all liabilities of SCI to our initial purchaser, with respect to the goods, whether based on contract, negligence, strict tort, or
otherwise. It is the intention of SCI that no warranty of any kind, whether expressed or implied shall pass through our initial
purchaser to any other person or corporation.

No returns will be allowed unless prior written permission of SCI is first obtained. Buyers shall be responsible for all costs
of transportation as well as a restocking charge.

This warranty is exclusively for the benefit of the initial purchaser of this product from SCI and, except to the extent
prohibited by applicable law, the foregoing warranty is in lieu of all other warranties, express or implied, including but not
limited to warranties of fitness or merchantability.

LIMITATIONS OF LIABILITY: SCI shall not under any circumstances be liable for special or consequential damages such
as,but not limited to damage to loss of other property or equipment, loss of profits or revenue, cost of capital, cost of
purchased or replacement goods, claims of customers of our initial purchaser,any labor cost for repair or replacement of
the product or damage caused by the product.

The remedies of our initial purchaser,and all others, set forth herein are exclusive,and the liability of SCI with respect to
same shall not, except as expressly provided herein, exceed the price of the SCI products on which such liability is based.

© 2010 Smith-Cooper International®
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Industrial PVF

Malleable Iron

Cast Iron

Ductile Iron

Bronze Fittings
Flanged Fittings
Forged Steel Fittings
Merchant Steel
COOPLETS®

Nipples

Lead Free

Valves
Ball
Gate
Globe
Check
Butterfly
Straight Stops
Hose Bibbs/Sillcocks
Boiler Drains
Specialties

Stainless Steel
150# Fittings
30004# Forged Fittings
Weld Fittings
Sanitary Fittings
Compression Fittings
Flanges
Nipples
Pipe & Tubing
Valves

Grooved
Couplings
Fittings
Valves
COOPLET® Adapter Nipples
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