


Lead Free Products
Valves, Brass, Fittings, Nipples, & Pipe; Galv: MI Fittings & Steel Pipe

Lead Free Brass Fittings Specifications (pg 172-176)

•	 Brass fittings conform to AWWA C800

•	 Brass castings conform to ASTM B584, UNS Alloy C89833

•	 Brass fittings dimensions conform to ASME B16.15

•	 NPT threads on all fittings conform to ASME B1.20.1

•	 Brass unions conform to specification A-A-59617

•	 Manufacturing facilities are ISO 9001:2008

•	 Thread protectors on all male threads

•	 Fittings have SCI trademark and are 100% air tested

•	 Approved to ANSI/NSF 61-4 California AB 1953

Lead Free Product Listing
•	 Galvanized malleable iron fittings are certified to; NSF/ANSI 61-4 and California AB1953 Lead Free      Pages 73-88

•	 Galvanized steel nipples are certified to; NSF/ANSI 61-4 and California AB1953 Lead Free        Pages 157-158

•	 Red brass seamless nipples and pipe are certified to California AB 1953 	 Pages 162-164

•	 Lead free valves certified to; NSF/ANSI 61-8 and California AB1953 Lead Free	 Pages 167-171

•	 Lead free brass fittings certified to; NSF/ANSI 61-4 and California AB1953 Lead Free  	 Pages 172-176
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Series 8145L & 8146L
Brass Ball Valve
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 400 lb. WOG, 150 lb. WSP
•	 Full port
•	 Forged brass body
•	Chrome plated ball
•	PTFE seats and seals
•	Blow-out proof stem
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

1/4 01728145CL - 10 160 0.4

3/8 01728145EL - 10 160 0.4

1/2 01728145GL 01728146GL 10 120 0.4

3/4 01728145IL 01728146IL 10 60 0.6

1 01728145KL 01728146KL 6 24 0.9

1-1/4 01728145LL 01728146LL 4 24 1.3

1-1/2 01728145ML 01728146ML 4 16 2.0

2 01728145NL 01728146NL 2 16 3.0

2-1/2 01728145PL - - 6 7.1

3 01728145QL - - 4 8.8

4 01728145TL - - 2 16.5

Series 8175L & 8176L
Brass Ball Valve with Drain
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 600 lb. WOG
•	 Full port
•	Blow-out proof stem
•	 Forged brass body
•	PTFE seats and seals
•	 Fed. Spec. WW-V-35, Type II, 

Class A Style 3
•	Conforms to MSS SP-110
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

1/2 01728175GL 01728176GL 10 120 0.5

3/4 01728175IL 01728176IL 10 60 0.9

1 01728175KL 01728176KL 6 36 1.4

Series 8170L & 8171L
Brass Ball Valve
•	 600 lb. WOG, 150 lb. WSP
•	 Full port
•	 Forged brass body
•	Blow-out proof stem
•	Chrome plated ball
•	UL Listed (1/4 – 2) threaded
•	 F/M Approved, (1/2 – 2) CSA Approved under 
•	     z21.15a for 1/2 psiG (1/2 – 2) – threaded
•	CSA Approved under 3-88 for 5 psiG (1/2 – 2) – threaded
•	Approved under ANSI/ASME B16.33 spec for Gas Piping to 

125 psiG (1/2 – 2)
•	Meets Fed Spec WW-V-35, Type II, Class A, Style 3 (1/2 – 2)
•	Conforms to MSS-SP110
•	Certified to NSF/ANSI 61-8 / Annex G Lead Free
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

1/8 01728170AL - 10 180 0.3

1/4 01728170CL - 10 180 0.4

3/8 01728170EL - 10 180 0.3

1/2 01728170GL 01728171GL 10 120 0.5

3/4 01728170IL 01728171IL 10 90 0.7

1 01728170KL 01728171KL 6 60 1.0

1-1/4 01728170LL 01728171LL 4 36 1.7

1-1/2 01728170ML 01728171ML 4 24 2.3

2 01728170NL 01728171NL 2 12 3.5

2-1/2 01728170PL 01728171PL 1 6 7.9

3 01728170QL 01728171QL 1 3 11.7

4 01728170TL 01728171TL 1 2 22.1

Lead Free Valves
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Series 8501L & 8502L
Brass Gate Valve
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 200 lb. WOG
•	 Full port (1/4 - 3)
•	 Screwed in bonnet
•	Non-rising brass stem
•	Cast brass
•	Metal to metal bonnet/body 

seating surfaces
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

1/4 01718501CL - 10 120 0.6

3/8 01718501EL - 10 120 0.6

1/2 01718501GL 01718502EL 10 120 0.6

3/4 01718501IL 01718502GL 10 90 0.8

1 01718501KL 01718502IL 5 60 1.2

1-1/4 01718501LL 01718502KL 5 40 1.8

1-1/2 01718501ML 01718502LL 4 32 2.2

2 01718501NL 01718502ML 2 20 3.3

2-1/2 01718501PL 01718502PL 2 12 6.4

3 01718501QL 01718502QL 1 8 9.7

4 01718501TL - 1 4 17.0

Series 9191L & 9192L
Brass Swing Check Valve
•	Certified to California 

AB1953
•	Certified to NSF/ANSI 61-8
•	 200 lb. WOG
•	Cast brass
•	 Forged brass disc
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

3/8 01739191EL - 10 150 0.5

1/2 01739191GL 01739192G 10 160 0.5

3/4 01739191IL 01739192IL 10 120 0.6

1 01739191KL 01739192KL 6 72 0.7

1-1/4 01739191LL 01739192LL 5 60 1.5

1-1/2 01739191ML 01739192ML 4 32 1.8

2 01739191NL 01739192NL 2 24 3

2-1/2 01739191PL 01739192PL 2 12 5.6

3 01739191QL 01739192QL 1 6 7.2

4 01739191TL - 1 4 11.4

Series 130L
Brass Straight Stop
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass

Size
IN

Part Number Packing Weight 
LBFemale Inner Master

3/8 0190130EL 14 84 0.44

Series CV30L & CV35L
Brass In-Line Check Valve
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	Rated at 200 psi
•	Cast brass
•	EPDM seat and seal
•	 Spring loaded, stainless steel spring, 

opens at 2 psi
Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

1/2 0209CV30GL 0209CV35GL 10 150 0.4

3/4 0209CV30IL 0209CV35IL 18 108 0.6

1 0209CV30KL 0209CV35KL 10 60 0.9

1-1/4 0209CV30LL - 8 40 1.5

1-1/2 0209CV30ML - 5 30 1.5

2 0209CV30NL - 4 24 3.5

Lead Free Valves
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Series 170L
Brass Bent Nose Garden 
Valve, FIP inlet
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass
•	Oval handle

Size
IN

Part Number Packing Weight 
LBFemale Inner Master

3/4 0190170IL 12 72 0.7

1 0190170KL 12 72 0.7

Size
IN

Part Number Packing Weight 
LBThreaded Slip Inner Master

1/2 02939521G 02939522G 1 80 0.2

3/4 02939521I 02939522I 1 45 0.3

1 02939521K 02939522K 1 25 0.6

1-1/4 02939521L 02939522L 1 20 0.7

1-1/2 02939521M 02939522M 1 14 1.0

2 02939521N 02939522N 1 8 1.5

Size
IN

Part Number Packing Weight 
LBThreaded Slip Inner Master

1/2 02939541G 02939542G 10 100 0.2

3/4 02939541I 02939542I 5 60 0.3

1 02939541K 02939542K 5 40 0.4

1-1/4 02939541L 02939542L 5 30 0.6

1-1/2 02939541M 02939542M 4 24 0.9

2 02939541N 02939542N 2 16 1.4

Size
IN

Part Number Packing Weight 
LBSlip Inner Master

1/2 02936122G 1 100 0.2

3/4 02936122I 1 100 0.2

1 02936122K 1 100 0.4

Series 132L & 142L
Brass Straight Stop with 
Stuffing Box
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. WOG
•	Cast brass
•	CSA Approved
•	 ISO 9001:2008 manufacturer

Series 136L & 146L
Brass Straight Stop with Drain
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. WOG
•	Cast brass
•	CSA Approved
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

1/2 0190132GL 0190142GL 14 84 0.5

3/4 0190132IL 0190142IL 14 84 0.6

Size
IN

Part Number Packing Weight 
LBThreaded Sweat Inner Master

1/2 0190136GL 0190146GL 14 84 0.5

3/4 0190136IL 0190146IL 12 84 0.6

Lead Free Valves

Series 6122
CPVC Ball Valve
•	Approved to California AB1953
•	Certified to NSF/ANSI 14
•	Copper tube size
•	 150 psi @ 180˚F
•	PTFE seat
•	EPDM o-ring
•	Cream body w/red handle
•	Produced using virgin CPVC resins

Series 9521 & 9522
PVC Ball Valve
•	Approved to California AB1953
•	Certified to NSF/ANSI 14 
•	 Schedule 40/80 PVC
•	 150 psi @ 73˚F
•	Molded in place construction
•	PTFE seat
•	EPDM o-ring
•	White w/blue handle
•	Produced using virgin PVC resins

Series 9541 & 9542
PVC Ball Valve
•	Approved to California AB1953 
•	Certified to NSF/ANSI 14
•	 Schedule 40/80 PVC
•	 150 psi @ 73˚F
•	Molded in place construction
•	Gray w/blue handle
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Series 168L
Brass No Kink Hose Bibb, 
FIP Inlet
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass
•	Heavy duty construction
•	Green tee handle
•	 ISO 9001:2008 manufacturer

Series 169IGL
Brass No Kink Hose Bibb, 
Sweat Inlet
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass
•	Heavy duty construction
•	Green tee handle
•	 ISO 9001:2008 manufacturer

Series 167L
Brass No Kink Hose Bibb, 
Compression Inlet
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass
•	Heavy duty construction
•	Green tee handle
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBMale / Fem SWT Inner Master

3/4 x 1/2 0190169IGL 15 90 0.5

Size
IN

Part Number Packing Weight 
LBCompression Inner Master

1/2 0190167GL 15 90 0.5

Size
IN

Part Number Packing Weight 
LBMale Inner Master

1/2 0190169GL 15 90 0.5

3/4 0190169IL 15 90 0.5

Series 169L
Brass No Kink Hose Bibb, 
FIP Inlet
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass
•	Heavy duty construction
•	Green tee handle
•	 ISO 9001:2008 manufacturer

Size
IN

Part Number Packing Weight 
LBFemale Inner Master

1/2 0190168GL 15 90 0.4

3/4 0190168IL 15 90 0.5

Series 112L
Brass Flanged Sillcock with 
Stuffing Box
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass
•	 ISO 9001:2008 Manfuacturer

Size
IN

Part Number Packing Weight 
LBFemale Inner Master

1/2 0190112GL 10 60 0.6

3/4 0190112IL 8 48 0.6

Series 160L
Brass Hose Bibb, MIP Inlet
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass

Size
IN

Part Number Packing Weight 
LBMale Inner Master

1/2 0190160GL 15 90 0.4

3/4 0190160IL 15 90 0.4

Lead Free Valves
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Series 167L
Vacuum Breaker
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	ASSE/UPC Approved and marked
•	 Flat sealing washer
•	Break away locking screw

Size
IN Part Number

Packing Weight 
LBInner Master

3/4 0190167IIL 48 288 0.2

Series 103L
Brass Boiler Drain with 
Stuffing Box
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	 Full flow
•	Cast brass
•	CSA Approved
•	 ISO 9001:2008 manufacturer

Size
IN

 Part Number Packing Weight 
LBMale Inner Master

1/2 0190103GL 12 72 0.5

3/4 0190103IL 12 72 0.5

Series 209FXL
Female IPS x Brass Sweat 
Dielectric Union
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 Forged steel construction
•	Zinc plated
•	 Self-centering washer
•	Temperatures up to 212°F (100°C)

Series 209FFL
Female IPS x Female IPS
Dielectric Union
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 Forged steel construction
•	Zinc plated
•	 Self-centering washer
•	Temperatures up to 212°F (100°C)

Series 209MXL
Male Iron Pipe x Brass Sweat
Dielectric Union
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 Forged steel construction
•	Zinc plated
•	 Self-centering washer
•	Temperatures up to 212°F (100°C)

Size
IN

Part 
Number

Ends 
Config.

Packing Weight 
LBInner Master

1/2 0209FXGL FIP x SWT 12 144 0.3

3/4 0209FXIL FIP x SWT 12 144 0.4

3/4 x 1/2 0209FXIGL FIP x SWT 12 144 0.4

1 0209FXKL FIP x SWT 12 120 0.6

1-1/4 0209FXLL FIP x SWT 6 48 0.9

1-1/2 0209FXML FIP x SWT 6 48 1.4 

2 0209FXNL FIP x SWT 6 24 2.7

2-1/2 0209FXPL FIP x SWT - 5 13.2

3 0209FXQL FIP x SWT - 5 15.6

4 0209FXTL FIP x SWT - 2 29.7

Size
IN

Part 
Number

Ends 
Config.

Packing Weight 
LBInner Master

1/2 0209FFGL FIP x FIP 10 100 0.5

3/4 0209FFIL FIP x FIP 10 100 0.7

1 0209FFKL FIP x FIP 5 50 1.1

Size
IN

Part 
Number

Ends 
Config.

Packing Weight 
LBInner Master

1/2 0209MXGL MIP x SWT 12 144 0.5

3/4 0209MXIL MIP x SWT 12 144 0.6

3/4x1/2 0209MXIGL MIP x SWT 12 144 0.6

1 0209MXKL MIP x SWT 12 144 1.0

Series 120L & 125L
Washing Machine Valves
•	Certified to California AB1953
•	Certified to NSF/ANSI 61-8
•	 125 lb. CWP
•	Cast brass
•	 Satin nickel finish

Size
IN Part Number Ends 

Config.
Packing Weight 

LBInner Master
3/4 0190120GL FIP x MHT 12 120 0.3

5/8 OD 0190125GL Comp x MHT 12 120 0.4

Lead Free Valves
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A

A

A

B

A

B

Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/8 36E 1001L 0.54 50 800 0.1
1/4 36E 1002L 0.71 35 560 0.1
3/8 36E 1003L 0.82 45 360 0.1
1/2 36E 1004L 1.01 50 200 0.2
3/4 36E 1006L 1.18 35 140 0.3
1 36E 1010L 1.43 20 80 0.6

1-1/4 36E 1012L 1.69 20 40 0.9
1-1/2 36E 1014L 1.84 15 30 1.2

2 36E 1020L 2.12 8 16 2.0
2-1/2 36E 1024L 2.70 6 12 3.8

3 36E 1030L 3.08 - 7 4.7
4 36E 1040L 3.79 - 3 9.7

Size
IN Part Number A

IN
B
IN

Packing Weight
LBInner Master

1/2 x 1/4 36RE1004002L 0.98 0.97 50 400 0.2
1/2 x 3/8 36RE1004003L 0.93 0.90 50 200 0.2
3/4 x 1/2 36RE1006004L 1.11 1.08 50 200 0.4
1 x 1/2 36RE1010004L 1.24 1.20 25 100 0.5
1 x 3/4 36RE1010006L 1.31 1.30 30 120 0.5

1-1/4 x 3/4 36RE1012006L 1.48 1.39 15 60 0.7
1-1/4 x 1 36RE1012010L 1.60 1.52 10 40 0.7
1-1/2 x 1 36RE1014010L 1.72 1.55 10 40 1.0

1-1/2 x 1-1/4 36RE1014012L 1.81 1.72 8 32 1.0
2 x 1 36RE1020010L 2.02 1.73 14 28 1.4

2 x 1-1/4 36RE1020012L 2.10 1.90 10 20 1.5
2 x 1-1/2 36RE1020014L 2.07 1.89 10 20 1.6
2-1/2 x 2 36RE1024020L 2.60 2.39 8 16 3.1
3 x 2-1/2 36RE1030024L 2.99 2.83 - 8 4.0

Size
IN Part Number A

IN
B
IN

Packing Weight
LBInner Master

1/8 36SE1001L 0.92 0.54 60 960 0.1
1/4 36SE1002L 1.11 0.71 35 560 0.1
3/8 36SE1003L 1.24 0.82 40 320 0.1
1/2 36SE1004L 1.48 1.01 75 300 0.2
3/4 36SE1006L 1.65 1.18 40 160 0.3
1 36SE1010L 1.98 1.43 40 80 0.5

1-1/4 36SE1012L 2.24 1.69 25 50 0.8
1-1/2 36SE1014L 2.46 1.84 9 36 1.1

2 36SE1020L 2.88 2.12 10 20 2.0
2-1/2 36SE1024L 3.86 2.70 - 10 4.0

3 36SE1030L 4.51 3.08 - 7 4.7
4 36SE1040L 5.69 3.79 - 3 11.4

Fig. 36E 1L  – 90° Elbow

Fig. 36RE1L  – 90° Reducing Elbow

Fig. 36SE1L  – 90° Street Elbow

A

A Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/8 36F 1001L 0.42 50 800 0.1
1/4 36F 1002L 0.56 30 480 0.1
3/8 36F 1003L 0.63 50 400 0.1
1/2 36F 1004L 0.78 50 200 0.2
3/4 36F 1006L 0.89 40 160 0.3
1 36F 1010L 1.06 20 80 0.5

1-1/4 36F 1012L 1.22 20 40 0.7
1-1/2 36F 1014L 1.30 8 32 1.0

2 36F 1020L 1.45 12 24 1.7
2-1/2 36F 1024L 1.95 - 15 3.2

Fig. 36F 1L  – 45° Elbow

Lead Free Brass Fittings
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A

B

A

AA

A B

C

Size
IN Part Number A

IN
B
IN

Packing Weight
LBInner Master

1/8 36SF1001L 0.42 0.78 70 1120 0.05
1/4 36SF1002L 0.56 0.88 40 640 0.1
3/8 36SF1003L 0.63 0.92 50 600 0.1
1/2 36SF1004L 0.78 1.06 75 300 0.2
3/4 36SF1006L 0.89 1.23 40 160 0.3
1 36SF1010L 1.06 1.40 25 100 0.5

1-1/4 36SF1012L 1.22 1.64 10 40 0.7
1-1/2 36SF1014L 1.30 1.80 10 40 1.0

2 36SF1020L 1.45 2.14 12 24 1.5
2-1/2 36SF1024L 1.95 2.57 5 10 3.0

Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/8 36T 1001L 0.54 80 640 0.1
1/4 36T 1002L 0.71 50 400 0.1
3/8 36T 1003L 0.82 30 240 0.2
1/2 36T 1004L 1.01 40 160 0.3
3/4 36T 1006L 1.18 25 100 0.5
1 36T 1010L 1.43 25 50 0.8

1-1/4 36T 1012L 1.69 14 28 1.2
1-1/2 36T 1014L 1.84 15 30 1.6

2 36T 1020L 2.12 - 15 2.7
2-1/2 36T 1024L 2.70 - 10 5.1

3 36T 1030L 3.08 - 6 7.5
4 36T 1040L 3.79 - 2 13.3

Size
IN Part Number A

IN
B
IN

C
IN

Packing Weight
LBInner Master

1/2 x 3/4 36BT1004006L 1.11 1.11 1.08 25 100 0.4
3/4 x 1 36BT1006010L 1.31 1.31 1.30 15 60 0.7

Fig. 36SF1L  – 45° Street Elbow

Fig. 36T 1L  – Tee

Fig. 36BT1L  – Bull Head Tee

A B

C

Size
IN Part Number A

IN
B
IN

C
IN

Packing Weight
LBInner Master

1/2 x 1/4 36RT1004002L 0.87 0.87 0.87 25 200 0.2
1/2 x 3/8 36RT1004003L 0.93 0.93 0.90 25 200 0.3
3/4 x 1/4 36RT1006002L 1.00 1.00 1.00 25 100 0.4
3/4 x 3/8 36RT1006003L 1.00 1.00 1.00 25 100 0.4
3/4 x 1/2 36RT1006004L 1.08 1.08 1.11 25 100 0.5
1 x 1/2 36RT1010004L 1.20 1.20 1.24 15 60 0.6
1 x 3/4 36RT1010006L 1.30 1.18 1.31 15 60 0.8

1 x 3/4 x 1 36RT1010006010L 1.43 1.31 1.43 15 60 0.8
1-1/4 x 1/2 36RT1012004L 1.29 1.29 1.41 20 40 0.8
1-1/4 x 3/4 36RT1012006L 1.39 1.39 1.48 20 40 0.9
1-1/4 x 1 36RT1012010L 1.52 1.52 1.60 20 40 1.2

1-1/2 x 3/4 36RT1014006L 1.42 1.42 1.60 15 30 1.3
1-1/2 x 1 36RT1014010L 1.55 1.55 1.72 15 30 1.2

1-1/2 x 1-1/4 36RT1014012L 1.72 1.72 1.81 12 24 1.7
2 x 1/2 36RT1020004L 1.47 1.47 1.84 12 24 1.8
2 x 3/4 36RT1020006L 1.47 1.47 1.84 12 24 1.9
2 x 1 36RT1020010L 1.59 1.59 1.95 10 20 2.0

2 x 1-1/4 36RT1020012L 1.77 1.77 2.04 8 16 2.2
2 x 1-1/2 36RT1020014L 1.89 1.89 2.07 8 16 2.6

2-1/2 x 1-1/4 36RT1024012L 2.04 2.04 2.45 - 10 3.2
2-1/2 x 1-1/2 36RT1024014L 2.16 2.16 2.51 - 10 3.8

2-1/2 x 2 36RT1024020L 2.39 2.39 2.60 - 10 4.2
3 x 1-1/2 36RT1030014L 2.29 2.29 2.80 - 6 4.9

3 x 2 36RT1030020L 2.52 2.52 2.89 -  6 3.7

Fig. 36RT1L  – Reducing Tee

Lead Free Brass Fittings
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A

AA

A

Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/8 36X 1001L 0.54 20 320 0.1
1/4 36X 1002L 0.71 40 320 0.2
3/8 36X 1003L 0.82 40 160 0.1
1/2 36X 1004L 1.01 30 120 0.4
3/4 36X 1006L 1.18 20 80 0.7
1 36X 1010L 1.43 20 40 1.0

1-1/4 36X 1012L 1.69 - 20 1.6
1-1/2 36X 1014L 1.84 - 18 2.1

2 36X 1020L 2.12 - 10 3.2
2-1/2 36X 1024L 2.70 - 6 5.5

3 36X 1030L 3.08 - 4 8.2

Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/8 36C 1001L 0.53 120 1920 0.03
1/4 36C 1002L 0.63 80 1280 0.06
3/8 36C 1003L 0.68 60 720 0.1
1/2 36C 1004L 0.80 75 600 0.1
3/4 36C 1006L 0.90 40 320 0.1
1 36C 1010L 1.08 25 200 0.3

1-1/4 36C 1012L 1.12 25 100 0.5
1-1/2 36C 1014L 1.17 25 100 0.6

2 36C 1020L 1.36 18 72 0.9
2-1/2 36C 1024L 1.70 20 40 1.9

3 36C 1030L 1.80 12 24 2.7
4 36C 1040L 2.08 6 12 4.4

Fig. 36X 1L  – Cross

Fig. 36C 1L  – Cap

A

Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/2 36SC1004L 1.00 50 800 0.1
3/4 36SC1006L 1.15 30 360 0.1
1 36SC1010L 1.30 20 240 0.2

1-1/4 36SC1012L 1.40 40 160 0.3
1-1/2 36SC1014L 1.50 30 120 0.5

2 36SC1020L 1.60 20 80 0.7
2-1/2 36SC1024L 1.85 16 64 1.0

3 36SC1030L 1.95 16 32 2.0
4 36SC1040L 2.30 8 16 3.6

Fig. 36SC1L  – Square Head Cored Plug

Size
IN

Part Number A
IN

Packing Weight
LBInner Master

1/8 36SS1001L 0.65 300 4800 0.02
1/4 36SS1002L 0.75 150 2400 0.03
3/8 36SS1003L 0.85 100 1600 0.06
1/2 36SS1004L 1.00 50 800 0.1
3/4 36SS1006L 1.15 30 360 0.1
1 36SS1010L 1.30 20 240 0.3

1-1/4 36SS1012L 1.40 40 160 0.6
1-1/2 36SS1014L 1.50 30 120 0.8

2 36SS1020L 1.60 20 80 1.2

Fig. 36SS1L  – Square Head Solid Plug

A

Lead Free Brass Fittings
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A Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/8 36U 1001L 1.34 30 480 0.1
1/4 36U 1002L 1.50 20 240 0.2
3/8 36U 1003L 1.53 20 160 0.3
1/2 36U 1004L 1.81 40 160 0.5
3/4 36U 1006L 1.93 40 80 0.7
1 36U 1010L 2.11 30 60 1.1

1-1/4 36U 1012L 2.37 20 40 1.6
1-1/2 36U 1014L 2.60 15 30 2.0

2 36U 1020L 2.91 10 20 3.2
2-1/2 36U 1024L 3.30 - 10 5.3

3 36U 1030L 3.60 - 7 6.9
4 36U 1040L 4.70 - 4 12.0

Fig. 36U 1L  – Union

A

B Size
IN Part Number A

IN
B
IN Hex Packing Weight

LBInner Master
1/2 x 1/4 36HB1004002L 0.81 0.90 Out 100 800 0.09
1/2 x 3/8 36HB1004003L 0.81 0.90 Out 100 800 0.07
3/4 x 1/8 36HB1006001L 0.88 1.18 Out 50 600 0.1
3/4 x 1/4 36HB1006002L 0.93 1.18 Out 40 480 0.1
3/4 x 3/8 36HB1006003L 0.93 1.18 Out 50 600 0.1
3/4 x 1/2 36HB1006004L 0.93 1.18 Out 40 480 0.1
1 x 1/4 36HB1010002L 1.13 1.12 In 50 400 0.2
1 x 3/8 36HB1010003L 1.13 1.12 In 50 400 0.2
1 x 1/2 36HB1010004L 1.10 1.44 Out 40 320 0.2
1 x 3/4 36HB1010006L 1.10 1.44 Out 40 360 0.2

1-1/4 x 1/2 36HB1012004L 1.18 1.80 Out 30 120 0.3
1-1/4 x 3/4 36HB1012006L 1.18 1.80 Out 30 120 0.4
1-1/4 x 1 36HB1012010L 1.18 1.80 Out 30 120 0.3

1-1/2 x 1/2 36HB1014004L 1.27 1.34 In 25 100 0.4
1-1/2 x 3/4 36HB1014006L 1.27 1.63 In 25 100 0.4
1-1/2 x 1 36HB1014010L 1.19 2.04 Out 25 100 0.5

1-1/2 x 1-1/4 36HB1014012L 1.19 2.04 Out 25 100 0.4
2 x 1/2 36HB1020004L 1.35 1.36 In 20 80 0.6
2 x 3/4 36HB1020006L 1.35 1.65 In 20 80 0.7
2 x 1 36HB1020010L 1.35 2.00 In 20 80 0.7

2 x 1-1/4 36HB1020012L 1.35 2.50 Out 20 80 0.8
2 x 1-1/2 36HB1020014L 1.35 2.55 Out 20 80 0.8

2-1/2 x 1-1/4 36HB1024012L 1.60 3.15 Out 12 48 1.2
2-1/2 x 1-1/2 36HB1024014L 1.52 2.70 In 12 48 1.3

2-1/2 x 2 36HB1024020L 1.62 3.15 Out 12 48 1.1
3 x 1 36HB1030010L 1.60 2.00 In 12 48 1.6

3 x 1-1/2 36HB1030014L 1.70 2.70 In 12 48 1.8
3 x 2 36HB1030020L 1.70 3.25 In 6 24 2.3

3 x 2-1/2 36HB1030024L 1.70 3.90 Out 6 24 2.1
4 x 1-1/2 36HB1040014L 1.80 2.70 In - 20 3.4

4 x 2 36HB1040020L 1.80 3.30 In - 20 3.6
4 x 2-1/2 36HB1040024L 2.10 4.75 Out - 20 3.9

4 x 3 36HB1040030L 2.10 4.75 Out - 20 4.2

Fig. 36HB1L  – Hex Bushing

Lead Free Brass Fittings
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Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/8 36CP1001L 0.80 70 1120 0.1
1/4 36CP1002L 0.97 40 640 0.1
3/8 36CP1003L 1.05 50 600 0.1
1/2 36CP1004L 1.29 40 320 0.1
3/4 36CP1006L 1.43 50 200 0.2
1 36CP1010L 1.68 25 100 0.4

1-1/4 36CP1012L 1.86 20 80 0.6
1-1/2 36CP1014L 1.92 12 48 0.8

2 36CP1020L 2.20 12 24 1.3
2-1/2 36CP1024L 2.88 8 16 2.6

3 36CP1030L 3.18 8 16 3.7
4 36CP1040L 3.69 - 6 5.8

Size
IN Part Number A

IN
Packing Weight

LBInner Master
1/4 x 1/8 36RC1002001L 0.88 50 600 0.08
3/8 x 1/8 36RC1003001L 0.92 35 420 0.1
3/8 x 1/4 36RC1003002L 1.01 40 480 0.1
1/2 x 1/8 36RC1004001L 1.13 50 400 0.1
1/2 x 1/4 36RC1004002L 1.13 50 400 0.1
1/2 x 3/8 36RC1004003L 1.17 40 320 0.1
3/4 x 1/8 36RC1006001L 1.24 35 280 0.1
3/4 x 1/4 36RC1006002L 1.24 30 240 0.2
3/4 x 3/8 36RC1006003L 1.24 50 200 0.2
3/4 x 1/2 36RC1006004L 1.36 60 240 0.2
1 x 1/4 36RC1010002L 1.49 45 180 0.3
1 x 3/8 36RC1010003L 1.49 30 120 0.4
1 x 1/2 36RC1010004L 1.49 30 120 0.3
1 x 3/4 36RC1010006L 1.56 25 100 0.4

1-1/4 x 1/2 36RC1012004L 1.65 25 100 0.6
1-1/4 x 3/4 36RC1012006L 1.65 25 100 0.6
1-1/4 x 1 36RC1012010L 1.77 15 60 0.5

1-1/2 x 1/2 36RC1014004L 1.8 15 60 0.7
1-1/2 x 3/4 36RC1014006L 1.8 15 60 0.8
1-1/2 x 1 36RC1014010L 1.8 15 60 0.6

1-1/2 x 1-1/4 36RC1014012L 1.89 12 48 0.9
2 x 1/2 36RC1020004L 2.03 12 48 1.2
2 x 3/4 36RC1020006L 2.03 12 48 1.2
2 x 1 36RC1020010L 2.03 12 48 0.9

2 x 1-1/4 36RC1020012L 2.03 14 28 1.3
2 x 1-1/2 36RC1020014L 2.06 12 24 1.0

2-1/2 x 1-1/2 36RC1024014L 3.25 - 25 2.2
2-1/2 x 2 36RC1024020L 3.25 - 25 2.4

3 x 1 36RC1030010L 3.69 - 20 2.5
3 x 1-1/4 36RC1030012L 3.69 - 20 2.1
3 x 1-1/2 36RC1030014L 3.69 - 20 2.3

3 x 2 36RC1030020L 3.69 - 20 3.6
3 x 2-1/2 36RC1030024L 3.69 - 12 3.9

4 x 2 36RC1040020L 4.38 - 10 6.0
4 x 2-1/2 36RC1040024L 4.38 - 10 5.9

4 x 3 36RC1040030L 4.38 - 6 6.5

Fig. 36CP1L  – Coupling

Fig. 36RC1L  – Reducing Coupling

Lead Free Brass Fittings


