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NOT ALL FORGED STEEL FITTINGS ARE CREATED EQUAL 
 

The               Logo assures you: 
 
 

Quality 
Manufacturing facility is ISO 9001:2000 
Over 50 years experience 
Quality management inspections both at the overseas factory and our US warehouses 

 
 

Reliability 
Forged Steel fitting material conforms to ASME SA105N, normalized 
Forged Steel fitting dimensions conform to ASME B16.11 
NPT threads on Forged Steel fittings conform to ASME B1.20.1 
Forged Steel unions conform to MSS-SP-83 
Forged Steel outlet fittings conform to MSS-SP-97     
Independent lab verification that fittings meet applicable chemical & physical properties 

 
 

Availability 
SCI Fittings stocked throughout the USA 
Stocked in sizes 1/8” to 4” 
Available in 2,000 lb, 3,000 lb, and 6,000 lb configurations 
One of the largest inventories in the nation 

 
 

Protection 
USA on-staff engineer available at your request 
$10,000,000 product liability insurance 
SCI 5/50 guarantee 

 
 

Customer Service 
Pro Pak System makes products easier to handle and warehouse 
Near perfect fill rate 
Same day shipment of orders 
Fax confirmation of every order 
Knowledgeable customer service personnel 

 
 

SMITH-COOPER® 
I N T E R N A T I O N A L  

 

 Voice (323) 890-4455   (800) 766-0076                 Fax (323) 890-4456 

















Malleable Iron
Pipe Fittings

1/8” – 8”   Black & Galvanized
 UL/FM 150# & 300#
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COOPLOKTM Grooved
UL/FM Couplings – Flexible & Rigid

Mechanical Tees, Fittings & Flanged Adapters

Ductile Iron
Threaded Fittings
1/2” – 2-1/2”    Class 300

UL/FM @ 500 PSI

Merchant Steel
Couplings & Fittings

1/8” – 12”    STD-XH
Full, Half, API Style

Cast Iron
Threaded Fittings
1/2” – 2-1/2”    Class 125

UL/FM @ 300 PSI

Forged Steel 
Fittings & Outlets

1/8” – 4”    Threaded & S/W
2000#, 3000#, 6000#

Bronze Fittings & Flanges
Brass Nipples & Pipe

1/8” – 6”   125#

COOPLET® Weld Outlets 
and Adapter Nipples
UL/FM 300# Welded Outlets

Threaded 1/2” to 4”, Grooved 1-1/4” to 4”

Cast Iron Flanged
Fittings & Flanges

Flanged Fittings 1” to 30”, 125# & 250#
Cast Iron 125#, 250#, Flanges

Blind, Threaded, Reducing Threaded

Nipples
1/8” – 8”    Black & Galvanized

Welded – Seamless
Schedule 40, 80, & XXH, Brass Schedule 40

®

Valves
Carbon Steel – Stainless – Brass

1/4” – 4”

Butterfly & Gate Valves
Flanged, Mechanical

Joint, Threaded,
Push-On, Check

Lug & Wafer
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